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Proven Technology-Superior Features-
Legendary Value

Pipe Fittings




RKSfluid® |

MATERIAL: GG-25
USE: PC pipes

Saddle Series RKS700
PBVC pipes, Spigot end pipes, Ductile Tron Pipes

« Grey castiron GG-25 quality,

701

NPSK

7014

NPSY%

with i

702

NPS¥%

« Zinc plated

« Gas thread according to DIN

703

[

standards

704

NPS¥% - NPST

705

NPSY - NPST

706

NPS% - NPSL

707

NPSI%- NPST%

708

NPS% - NPST

709

NPS1%- NPST%

710

711

NPS?% - NPS1%
NPS2 - NPS3

NPS - NPS1%

NPS2 - NPS3

NPS% - NS4

NPS2 - NPS3

NPS% - NPS1%

NPS2 - NPS3

NPS1-NPS1%

NPS2 - NPS3

NPS1-NPS1%

NPS2 - NPS3

NPS1- NPS1%

NPS2 - NPS3

NPS2 - NPS3

MATERIAL: GG-25
USE: asbestos cement pipes
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MATERIAL: Ductile iron GGG 40
USE: Ductile iron pipelines for water
and gas.

« Saddles made of GGG 40 Ductile
Iron coated with ANTICORROSIVE
caating.

Gasket:

« For water: EPDM, according to

NPS%-NPSIA | 77

NPS%-NPS1% | 98

NPS1-NPS2 118

NPS1-NPS2 144

NPS1-NPS2 170

UNE EN 681/1
« For gas: NBR according to UNE
EN 549
« Furnished with bichromated nuts
and bolts for maximu corrosion
resistance.
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MATERIAL: GGG 40
USE: PVC 2nd PE pipes

X

Saddic Series RKS I‘ié)g | RKSﬂ u | d ®

« The saddle allows full screwing, therefc t ol Itis made of
GGG 40 ductile cast iron, approx. 120 to 180 micron resin coated.

« Watertight gasket: EPDM, according to UNE EN 681/1.

« Fitted with stainless steel bolts A2-DIN 933 and stainless steel washers AlS| 304 - DIN 125.
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R Ksﬂ u id ® \ Dismantling joints RKS BC-06-11

Dismantling joints

ToLERANCIA

DESCRIPTION [QANTITY]  MATERIAL ]

Virola outside. 1

Virola inside 1

Flanges Carbon steel (5235)

Clamping Carbon Steel (5235)
seal EPDM

Dismantling joints pley & decisive role in the design of the
installation and setup valves and pipes in the network. Facilitate
assembly and dismantling of valves, pumps and other elements

of purmping and supply facilties. Screws. Steel 5.6 DIN-933
Nuts Steel 6.8 DIN-934

Washer Steel 6.8 DIN-125

PN10 PN16
P O m
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Universal coupling Series RKS1200-L ‘ R KSﬂ u |d ®

« Nodular cast iron, GGG-50 quality.

« EPOXY coating (150 microns).

« Enables pipes made of different materials and with different.
outsicle diameters to be joined.

« The lighter weight and easier handling of this range gives
workers greater freedom of movement.

* Angular deflection +/- 60.

.
1200471 M12 x 180/90
1200/1L M12 % 200/90
1201 /1 2 M12 % 200/90
1202/1L M12 % 200/90
1203/1 M12 % 200/90
1204/L M12 x 220/100
1205 /1 M12 x 220/100
1206 /L 2 M12 x 220/100
1207/ M12 x 220/100
1208/L M12 x 220/100
1209/1L M12x 250/130
1210/L M12 % 250/130
1210A/L M12x 250/130
1211 /1 W12 x 250/130
12114 /1 E E M12 x 290/130
1212/1L M12 x 250/130
1212A/1 M12x 290/130
1213/1 M12% 250/130
1213471 M12x 290/130

:
2
:
:

Centre Sleeve | GGG-50 | EPOXY RALSOLS 1214/L M12 % 250/130
Endring | GGGS0 | EPONVRALSOIS  1214A/L M12x 290/130
Rubber seal | EPDM 1215/L M12x 250/130
Bolts | Quality68 |  GEOMET 1216/L M12x 290/130
1216/ LE M12x 290/130

MATERIAL GGG-50
USE: Castiron, steel, PVC-U /80, 1217/1 M12x320/130
asbestos cement. 1217 /L 3 W12 x320/130




RKSﬂ u [d ® ‘ Universal Flange Series RKS2200-1

Universal Flang;

Technical specifications

* Nodular cast iron, GGG-50 quality.

« EPOXY coating (150 microns).

* Enables pipes made of different materials and with different
outside diameters to be joined.

« Can be used as a dismantling joint.

« Suitable for SO, DIN (PN-10/16), BS, ANSI 150 Ib, BSTD.

« The lighter weight and easier handling of this range gives
workers greater freedom of movement.

 Maximum working pressure 16 bar.

* Angular deflection +/-60

REF.
2200-4/L | 40/50 100/125 M12x130
200/L | 50/65 114/147 M12x130
201/L | 50/65 125/160 w12x130
202/1 | esfsorio0 146/190 M12x130
2203 /1 | 100/125 178/216 M12x130
208/ | 100/125 178/216 M12¢140
2205 /L | 125/150 210242 M12x140
2206 /1| 125/150 210/202 M12x140
2207 /1| 15071757200, 237/208 M12x140
2208 /| 15011757200, 237/208 M12x140
2209/1 | 175/200 290/301 M12x160
moe/L | 200 395/301 M12x160
2210-a/L] 200 295 M12x160
211/L [ 200 |22 3 295 M12x160
211471 250 350/364 M12x160
212/L | 250 350/364 M12x160
212-A/L] 250 355 M12x180
213/L [ 300 400/434 M12x160
213-A/L] 300 400/434 W12x160
2138/L 300 405/440 123250
213.C/L| 300 404/420 M12x250
21a/L [ 350 460/479 M12x160
350 M12x180
215/L | 400 |40 596 | s15/542 M12x160

Centresieeve | GGGS0 | EPONYRALSOLS 251670 | 400 596 | 515/542 | 30|18 V12180
Endring | GGGSO | EPOXYRALSOLS  2316/1f | 400 157502 M12%180
Quality 68 |  GEOMET 217 /L 400 525/570 M12x290
EPDM 2217 /16| _a00 525/570 M12x290
Fatgasket | EPDM

« Bigger sizes upon request.

Ref, 2211/L and above are supplied with flat joint.  MATERIAL GGG-50
Ref. 2214-A please specify PN10 or PN16 USE: Cast iron, steel, PVC-U / -BO, asbestos cement.




RKSﬂ u |d ® Proven Technology-Superior Features-Legendary Value
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